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An Expεrimental Study on the Commutator Sparking Energy in Electrical D-C 
Machines 
Y oshio SUZUKI and Toshihiko MATSUDA 
Abstract 
The commutation is 0日cof lhe mosl important problam on d-c machincs， and the commutalor sparking is a 
principal phenomenon of bad commutatio日
Previously， wc have dcveloped a measuring apparatus using microcomputer for the arc energy of al com 
mutator sparks 
In the present work， wich this measuring apparatus， itis expcrimcntcd on the relationship betwecn the arc 
encrgy of commutator spark and the Spark--Number of JEC -54 by eye mcasurement Results of the ex-
perimental work are as follows : 
(1) Arc energy is almost proportional to (S--1 )3in the case of positive-brush， where S is the Spark-number 
(2) The occurrence nunber of spark incre且sesaccording to the Spark-Number. It cannot be disregarded on 
calculaion of the arc energy per one commulator revolution 

























































整流アークの放電電圧を九電流を ta，その継続時間を tα とすると，アークに消費されるエネ
ルギーの基本式は次のようになる O










ここで，1，α= v" . tα/Lとみなすことができるので

































































比抵抗 か Tこさ 曲げ強さ 接触電圧降下
( LHl -crR，) (ショアー ) (kg/cin) ( V ) 
1.65 8500 40 120 1.4 
1.60 6400 48 140 1. 1 
1.61 6000 48 1 7 0 1. 2 
1.60 2800 44 230 1. 0 
1.53 1 7 00 27 1 3 0 o. 85 














回転数 1，500 (rpm) 測定回転数:300 





































































































































































































































































。一一ー &- s-1 -・ s-2 
+一一司令 S-3 
→貯一一ベル s-， 
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(0) 1000 rpm'負極業)は，米，る。火花表示の3種の記号 (x，
目測火花号数と平均火花発生数図-7米印は 8なる相対エネル米は 4，×印は 1， 
ギー強度をもつものと仮定し，各号数図にあ
らわれる各々の個数にこの相対エネルギー値を乗じて全エネルギーを計算した。その結果，各火






















S 正 負 正 負
l 。 O O O 。
2 1 1 -2 1 -2 
3 6.6 - 10 7- 10 8 2.2-3.5 2.5- 4.5 
4 18- 29 30- 45 27 4.0-5.2 6.5 - 10.8 
5 57- 78 200-260 64 6.2-9.0 13.3-17.1 





Pα/P仰ニ (S-1 )3 (7) 
によく一致する。しかし負ブラシになると 4号火花までは，ほほ(S-1 )3~こ対応している









































速度(rpm) 極性 2号 3号 4号 5号 6号
1000 正 o∞0005 O.∞0010 o∞0100 0.0003∞ O.∞1000 
1500 正 O.∞0010 O.∞0050 0.0001∞ o∞03∞ 0.001000 
1000 負 0.000010 0.000050 O ω02ω 0.002∞o o∞5∞o 
1500 負 O.∞0010 0.000100 O.∞0500 O.∞1∞o 0.003000 
表-5 火花号数の自動判定例 (S-2ブラシ， 1000rpm，正極)
総数 386 平均1.29 時間幅 1.60 エヰルギー 0.000018
目担IJ火花号数 3 自動判定号数 3 
総数 332 平均1.11 時間楓 1.37 エヰルギー 0.000012
目別l火花号数 3 自動判定号数 3 
総数 255 平均 0.85 時間幅1.36 エネルギー 0.000009
自由IJ火花号数 3 自動判定号数 2 
総数 1233 平均 4.11 時間幅 2.39 エヰルギー 0.000130
目置IJ火花号数 4 自動判定号数 4 
総数 1491 平均 4.97 時間幅:2.55 エネルギー 0.000178
目測火花号数 4 自動判定号数 4 
総数 1491 平均 4.97 時間幅:2.45 エネルギー 0.000165
自由IJ火花号数 4 自動判定号数 4 
総数 2097 平均 6.99 時間幅 3.77 エネルギー 0.000550
目測火花号数 4 自動判定号数 4 
総数 2298 平均 7.66 時間幅 3.60 エネルギー 0.000550
目測火花号数 5 自動判定号数 5 
総数:2132 平均 7.11 時間傭:3.97 エネルギー 0.000621
目測火花号数 5 自動判定号数 5 
総数 4366 平均 14.55 時間幅 7.00 エネルギー 0.003950
目測火花号数 6 自動判定号数 6 
総数:4483 平均 14.94 時間帽:6.95 エネルギー:0.004002 
El iRlJ火花号数 6 自動判定号数 6 
総数:4207 平均 :14.02 時間幅:6・97 エネルギー 0.003768
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